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Scheele Animal Facility 2006

Â Scheele was a traditional 
open-cage system 
facility with 2 sides: 

Â 1 barrier with 6 rooms, 
and 1 low barrier with 4 
rooms. 

Â Total  = 2000 cages.

Â Sentinels in each rack + 
1 cage for the whole 
room.

Â 1 washing area. Dirty cages 
from the barrier were 
transported in the same 
corridor as clean cages

Â Dirty cages from the barrier 
were delivered direct to the 
cage wash area. 

Â Clean cages were 
autoclaved back in to both 
the barrier & the low 
barrier.



Scheele Animal Facility 2006

Scheele earlier: 

2000 cages mac3
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Scheele Animal Facility 2009

Â In 2009 Scheele is using 
only IVC systems

Â Allentown to increase 
the capacaty.

ÂUsing automated 
watering. Edstrom

Â 2 sides with 4 rooms 

Â 2 autoclaves: 1 in each 
side

Â 1 side now contains 
3900 x Mouse IVCôs + 
360 x Rat IVCôs



Scheele Animal Facility 2009

Â1 side now contains 2600 x Mouse IVCôs  + 42  

x Rat IVCôs .

ÂAllentown 140-cage XJ Mouse.

ÂAllentown 18 and 24-cage Type IV Rat.

ÂTotal IVC for mice = 6400 cages

ÂTotal IVC for rats   = 402 cages



Scheele Animal Facility 2009

Total area 1100 sqm



Scheele Animal Facility 2009

Â Cages are changed in a work station under LAF roof (made by Filtac)

Â Clean cages are supplied via an ergonomic trolley on one side of the work 
station and dirty cages with animals are supplied on the opposite side. 
Animals are transported using forceps.

Â Dirty cages are passed through a hatch and are then transported to the cage 
wash area via an elevator to a conveyor belt. This idea was adopted from 
similar systems used at airports

Â Clean cages are collected from a storage room adjacent to the autoclave by an 
ergonomic trolley. This reduces the manual handling of cages.



Scheele Animal Facility 2009
Â The work station ventilated benches are height adjustible for 

ergonomic-friendly operation by the technicians.

Â Food and enrichment are also placed beside/ on the bench.

Â Computer in each work station with internet so the animal technicians 
can easily e-mail the reasercher if any animals are sick, dead, or other.

Â Possibillity to film the sick animals and mail to the reasercher. Camera 
and softwear from Optilia.

Â Lift board for IVC rack for ergonomic-friendly operation.



Moving the rack from animal room to 
the work station.

Â First the staff disconnect the 

water from the rack.



Moving the rack from animal room to 
the work station

Â The staff disconnect the 

supply/exhaust tubes to the 

rack.



Moving the rack from animal room to 
the work station

Â The staff move the rack 

from position to the work 

station.


